
Increase external I/O ports while docked
2 types of docks  can be used in different places
Fast & Easy charge for ND62 battery
Secure and lockable

Key Features

Office Dock Vehicle DockBattery Charger

Snap Mount

Digitizer Pen (B-Type)

VESA Mount Plate

*Tilt Function: yes (+/- 60°)
*Pressure level up to 4096
*Replaceable AAAA battery
*Side Buttons: Erase & Right-click 

ND62
Accessories



Docking station kit 
for ND62

Kensington  Lock Quick release locking design
and rich I/O ports

Key Lock

Battery Charger Specification (NP04-G2-8Pin)

Windows
-HDMI x 1
-USB 3.0  (type A)  x 2
-D-Sub (VGA Port) x 1 
-Display port  x 1
-Gigabit Lan port  x 1
-Audio MIC in  x 1
-Audio line out  x 1
-RS-232 *COM1 RS232 full function
                *COM2 RS232 full function+RI / 5V Switch
-DC-IN  x 1
AC Adapter 65W  (19V / 3.42A)

SOFTWARE
INTERFACE 

POWER SUPPLY

Docking Station Specification (NP03-G2-19Pin)

DIMENSIONS & WEIGHT

INTERFACE 

STATUS INDICATORS

POWER SUPPLY

229.9mm x 181.9mm x 65.4mm
1050g +/- 50g
Battery Charger Slot x 4
DC-IN x 1
Charging indicator x 4 
(3 level, 0~60%, 60%~90%, 90%~100%) 
Power indicator x 1
AC Adapter 120W  (19.5V / 6.15A)

https://ruggedtablet.msi.com/


